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Processing Instructions Drop, Haze and Flux 

Knitted fabrics compared to woven fabrics 

Knitted fabrics open up new possibilities in design. The material must first be understood so that a high-

quality product can be guaranteed. When processing the product, the special properties must therefore 

be taken into account.  

Woven fabrics are generally inelastic, while knitwear is naturally stretchable/stretchable. Woven fabrics 

are a construction of warp and weft. Knitted fabrics, on the other hand, consist of loops that are 

movable. Due to their stretchability, knitted fabrics are easier to handle when padding organic shapes.  

Knitted structure                                                                Woven structure 

 

Sewing instructions 

The articles Drop, Haze and Flux are a three-layer knitted fabric. Knitted fabrics are a novelty in 

upholstery. Therefore some explanations on the processing are needed here. The following 

recommendations should help you when sewing. 

Knitted goods must be handled with special care. Make sure that the work surface is clean and free of 

sharp objects. Before you start sewing, you must sew the upholstered textiles with an overlock seam. 

This will prevent the filling from leaking.   

Always use a ball point needle (SUK needle).  This needle has a rounded point, which is typically used for 

knitted goods. A pointed needle, on the other hand, could cause holes, as it could pierce the thread and 

thus damage it.  

Recommended needle size: NM 90 

Recommended thread thickness: 70/3 - 80/2 

The correct number of stitches is between 2.5 and 3 stitches per centimeter. 
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Seam types: Any type of seam is possible. Normal backstitches may be used. If the seam is exposed to a 

higher tension, a chain stitch can be used. However, chain stitches have the disadvantage that the seam 

is more visible and therefore less attractive.  

We recommend a sewing machine with top and bottom feed for feeding the textiles. If there is only a top 

feed, this can lead to unwanted tension between the layers of the textiles. We recommend an automatic 

feeding system for the sewing thread so that the thread is not pulled in. 

 


